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IRT 4-1 PcAuto

CURING TIMES

Putty 5-6 min

Filler, bright 10-15 min

Filler, dark 10-15 min

Waterbase 4-6 min

Base coat 4-8 min

Top coat 10-15 min

Clear coat 10-15 min

Plastic Filler 10-15 min

Plastic top coat 13-17 min

Plastic clear coat 13-17 min

Final boost 2-4 min

Soft cure 13-17 min
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IRT 4-1 PCAUTO
One cassette at a 
distance of 600 mm, 
on black sheet metal

CURING AREAS UP TO: 

IRT 4-2 PCAUTO
Two cassettes at a distance of 600 mm,  
on black sheet metal
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IRT 4-2 PcAuto

TECHNICAL DATA IRT 4-2 PCAUTO

Frequency 50-60 Hz

Output power 12 kW

Max. cassette height 2250 mm (h)
2550 mm (v)

Part.no. Voltage Current

800418
800400
800413
800415
800417
800411
800414
800419
800614

400 V, 3 PH, 4 pin, EU
400 V, 3 PH, 5 pin, EU
230 V, 3 PH, EU
200 V, 3 PH, 4P, JP
400 V, 3 PH, AUS
230 V, 1 PH, NA ETL
230 V, 3 PH, NA ETL
440-480 V, 3 PH, NA ETL
440-480 V, 2 PH, NA ETL

16A
16A
27A
27A
16A
48A
27A
16A
26A

OPTION - IRT DATA COLLECTOR

Part.no. Description

750583
750584
750585

USB Cable Data Collector
USB Memory Data Collector
Wireless Data Collector

TECHNICAL DATA IRT 4-1 PCAUTO

Frequency 50-60 Hz

Output power 6 kW

Max. cassette height 2250 mm (h)
2550 mm (v)

Part.no. Voltage Current

800423
800425
800421
800426
800485
800422
800468
800427
800613

400 V, 3 PH, 4 pin, EU
400 V, 3 PH, 5 pin, EU
230 V, 3 PH, EU
400 V, 3 PH, AUS
200 V, 3 PH, 4P, JP
230 V, 1 PH, NA ETL
230 V, 3 PH, NA ETL
440-480 V, 3 PH, NA ETL
440-480 V, 2 PH, NA ETL

9A
9A

15A
9A

15A
26A
15A

9A
13A

CONSUMABLES

Part.no. Description

102699 Lamp-IR 2 kW 235 V 360 mm

102700 Lamp-IR 1 kW 235 V 360 mm

713576 IRT cassette air filter

713576-10 10 pcs IRT cassette air filter


