{ JPiccardi ITEM 15 - STEEL LIFTING PLUG

Used for transporting complete electrode columns and raising individual electrodes from the horizontal position. On
no account, however, may it be used for lifting complete electrode columns from a horizontal position to the vertical.
While transporting the electrode columns we recommend to use a shock absorber.

Electrode Order of Order of | Max carrying A B C Weight

diameter ng&%g't‘ég nipple only | capacity
(mm) (No) (No) (KN) (mm) (mm) (mm) (Kg)
100 1547 1564 0.7 40 70 20 3
130 1548 1565 1.1 50 80 20 3.5
150 1549 1566 1.5 60 100 20 4
175 1550 1567 2.0 80 130 20 5
200 1551 1568 4.0 80 130 22 6
225 1552 1569 5.0 100 150 22 5,2
250 1553 1570 6.0 100 150 22 6
300 1554 1571 8.5 100 160 24 8,2
350 1555 1572 12 100 170 27 12,5
400 1556 1573 17.5 120 180 27 14,5
450 1557 1574 25 120 200 30 18,2
500 1558 1575 31 140 220 32 21,2
550 1559 1576 37 140 240 34 27,5
600 1560 1577 48 160 260 36 35
650 1561 1578 55 160 260 40 43
700 1562 1579 64 170 260 45 54
750 1563 1580 76 180 260 45 70
800 1697 1743 90 180 260 45 85

All above data are not binding. "Piccardi" reserves the right to introduce changes whenever needed for a technical and functional updating.
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